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ANNEX “A”

Technical Specifications

	I.  Background
SLSU Main Campus (hereinafter, the Procuring Entity) intends to purchase the latest versions of Information and Communications Technology (ICT) equipment and accessories (hereinafter, the Goods) to augment the ICT capability of the university.

	II. Technical Specifications
The goods must be brand-new and of a reputable brand.  Refurbished equipment are not acceptable.
The supplier shall provide SLSU Main Campus the Goods with the following minimum specifications:
	Statementof Compliance 

	Item
	Quantity
	Minimum Specifications
	

	ICT EQUIPMENT
	

	1
	
	· Desktop Computer
	

	
	6 units
	            End-user:  MIS (Branded PC)
             Specifications:

             Processor: Intel Core i7-7700  (8MB Cache,Quadcore

             Processor 3.6 GHZ Max Frequency 4.20 Ghz) 

             Memory: 8GB DDR4 2133 MHz

             Storage: 1TB 3.5-inch 7200 RPM

             Graphics: NVIDIA® GeForce® GT 1030, 2 GDDR5

              (supporting: DVI, HDMI®)

             Optical Drive: 8X Super-Multi drive, 9.0 mm slim,

             tray-load

             Connectivity: 802.11ac/a/b/g/n wireless Gigabit LAN

             and Bluetooth® 4.0 LE

             Front/Side Ports: Card reader: Yes

                                           Audio jack(s): 2



          USB 3.0 port(s): 2

             Rear I/O Ports: HDMI port(s): 2 (out)



         LAN port(s): 1



         Audio jack(s): 3



         USB 2.0 port(s): 4



         USB 3.0 port(s): 1"



         Number of PCIe x16 slot(s): 1



         Number of PCIe x1 slot(s): 1



         M.2 slot (for SSD): 1



         M.2 slot (for WLAN): 1

             Power Supply: 300W CR

             Accessories: Wired Keyboard and  mouse

             Display port: DVI to D-Sub

             Monitor: 23" Monitor VGA + DVI + HDMI

             Operating System: Win 10 SL 64 Bit

             Warranty: 1 Years Part - 1 Years Labor Only ( 1-1-0 )
	

	
	1 unit
	            End-user:  Supply Management Office (Branded PC)
            Specifications:

             Processor : 7th Generation Intel Core i3-7100

             Processor (3M Cache, 3.90 GHz) 

             Storage : 
1TB 7200 rpm SATA 6Gb/s

             Memory : 
4GB (1X4GB) 2400Mhz DDR4

             Graphics : 
Integrated Intel HD Graphics

             Display : 
21.5  Monitor

             Keyboard : Wired Keyboard & Mouse

             Wireless : 
802.11bgn + Bluetooth 4.0, 2.4 GHz, 1x1

             Card Reader : N/A

             Optical Drive : DVDRW Optical Drive

             Operating System : Windows 10 Home (64bit) Single

             Language English

             Warranty : 1Yr ProSupport: NBD Onsite Service
	

	
	3 units
	            End-user:  Cashier (Clone PC)
             Specifications:

             Processor : 7th Generation Intel Core i3-7100

             Processor (3M Cache, 3.90 GHz) 

             Storage : 
1TB 7200 rpm SATA 6Gb/s

             Memory : 
4GB (1X4GB) 2400Mhz DDR4

             Graphics : 
Integrated Intel HD Graphics

             Display : 
21.5  Monitor

             Keyboard : Wired Keyboard & Mouse

             Wireless : 
802.11bgn + Bluetooth 4.0, 2.4 GHz, 1x1

             Card Reader : N/A

             Optical Drive : DVDRW Optical Drive

             Operating System : Windows 10 Home (64bit) Single

             Language English

             Warranty :
 1Yr ProSupport: NBD Onsite Service
	

	
	1 unit
	             End-user:  FMO/Accounting (Branded PC)

             Specifications:

             Processor : 7th Generation Intel Core i3-7100

             Processor (3M Cache, 3.90 GHz) 

             Storage : 
1TB 7200 rpm SATA 6Gb/s

             Memory : 
4GB (1X4GB) 2400Mhz DDR4

             Graphics : 
Integrated Intel HD Graphics

             Display : 
21.5  Monitor

             Keyboard : Wired Keyboard & Mouse

             Wireless : 
802.11bgn + Bluetooth 4.0, 2.4 GHz, 1x1

             Card Reader : N/A

             Optical Drive : DVDRW Optical Drive

             Operating System : Windows 10 Home (64bit) Single

             Language English

             Warranty : 1Yr ProSupport: NBD Onsite Service 

	

	
	1 unit
	             End-user:  Budget Office (Branded PC)
             Specifications:

             Processor : 7th Generation Intel Core i3-7100

             Processor (3M Cache, 3.90 GHz) 

             Storage : 
1TB 7200 rpm SATA 6Gb/s

             Memory : 
4GB (1X4GB) 2400Mhz DDR4

             Graphics : 
Integrated Intel HD Graphics

             Display : 
21.5  Monitor

             Keyboard : Wired Keyboard & Mouse

             Wireless : 
802.11bgn + Bluetooth 4.0, 2.4 GHz, 1x1

             Card Reader : N/A

             Optical Drive : DVDRW Optical Drive

             Operating System : Windows 10 Home (64bit) Single

             Language English

             Warranty : 1Yr ProSupport: NBD Onsite Service
	

	2
	
	· Laptop
	

	
	1 unit
	            End-user:  VPAA
             Specifications:

             Processor : Intel Core i3-7100U Processor (3M Cache, 2.40 GHz)

             Memory: 4GB DDR4

             Card Reader: SD Card

             Storage: 1 TB hard drive

             Optical Drive: DVD-Writer

             Screen: 14-in HD (1366 x 768) resolution

             Graphics: 2GB NVIDIA GeForce 940MX GDDR5

             Connectivity: 802.11ac wireless LAN




Gigabit LAN

             Audio & Video: Two speakers

             Ports & Connectors: 2x USB 3.0




1x USB 2.0




Network (RJ-45)




HDMI Output

            Input Devices: TouchPad

            Battery: 4-cell 2800 mAh Li-ion

            Adapter: 65 W

            Dimensions: 343 mm x 248 mm x 30 mm

            Weight : 2.1 kg

            OS: Windows 10 Home       

	

	
	1 unit
	             End-user:  Planning Office
              Specifications:

              Display: 13.3-inch (diagonal) LED-backlit glossy

              widescreen display with support for millions of colors

              Supported resolutions:  1440 by 900 (native), 1280 

              by 800,  1152 by 720, and 1024 by  640 pixels at 16:10

              aspect ratio and 1024 by 768 and 800 by 600 pixels at

              4:3 aspect ratio

              Storage: 128GB PCIe-based flash storage

              Processor: 1.8GHz dual-core Intel Core i5 processor,

              Turbo Boost up to 2.9GHz

              Memory: 8GB of 1600MHz LPDDR3 onboard memory

              Size and Weight: Height: 0.3-1.7 cm (0.11-0.68 inch)




Width: 32.5 cm (12.8 inches)




Depth: 22.7 cm (8.94 inches)




Weight: 1.35 kg (2.96 pounds)3

              Graphics: Intel HD Graphics 6000

              Camera: 720p FaceTime HD camera

              Connections & Expansion: Two USB 3 ports

               (up to 5 Gbps)  Thunderbolt 2 port (up to 20 Gbps

              MagSafe 2 power port

              SDXC card slot: 3.5 mm headphone jack

              Wireless: 802.11ac Wi-Fi wireless networking; IEEE

              802.11a/b/g/n 

              Compatible Bluetooth 4.0 wireless technology

              Audio: Stereo speakers

                            Dual microphones

                            3.5 mm headphone jack

                            Support for Apple iPhone headset with remote

                            and microphone

              Keyboard & Trackpad: Full-size backlit keyboard with

              78 (U.S.) or 79 (ISO) keys, including 12 function keys

              and 4 arrow keys (inverted “T” arrangement) with

              ambient light sensor

              Multi-Touch trackpad for precise cursor control;

              supports inertial scrolling, pinch, rotate, swipe,

              three finger swipe, four-finger swipe, tap, double-tap,

              and drag capabilities

              Operating System: macOS Sierra

	

	3
	
	· Projector
	

	
	1 unit
	             End-user:  VPAA
             Specifications:

 Projection Technology
RGB liquid crystal shutter projection system (3LCD)

Specifications of Main Parts
 

LCD:
 

Size
0.55" (D9, C2fine)

Native Resolution
XGA 

Projection Lens:
 

Type
Optical Zoom (Manual) / Focus (Manual)

F-Number
1.58 - 1.72

Focal Length
16.9 - 20.28 mm

Zoom Ratio
1.0 - 1.2

Throw Ratio
1.48 - 1.77 (Wide - Tele)

Lamp
 

Type
200W UHE

Life (Normal/Eco)*¹
5,000 hours / 10,000 hours

Screen Size (Projected Distance)
 

Zoom: Wide
30” - 300” [0.9 - 9.0 m]

Zoom: Tele
30” - 300” [1.08 - 10.8 m]

Standard Size
60” screen 1.8 - 2.17 m

Brightness*²
 

Colour Light Output
3,200lm

White Light Output (Normal)
3,200lm/2,240lm

Contrast Ratio
15,000:1

Internal Speaker(s)
 

Sound Output
2W Monaural

Keystone Correction
 

Keystone
 

Vertical / Horizontal
±30° / ±30° 

Auto Keystone Correction
Yes (Vertical only)

Horizontal Slide Keystone Correction
Yes

Quick Corner
Yes

Connectivity
 

Analog Input
 

D-Sub 15 pin
1 (Blue molding)

Composite
RCA x 1 (Yellow)

S-Video
1

Digital Input
 

HDMI
1  (MHL not supported)

Audio Input
 

2 RCA (White/Red)
1

USB Interface
 

USB Type A
1 (for USB Memory, Document Camera, Wireless LAN, Firmware Update)

USB Type B
1 (for USB Display, Mouse, K/B, Control, Firmware Update)

Network
 

Wireless LAN
Optional (ELPAP10)

Wireless Specifications
 

Supported Speed For Each Mode*3
IEEE 802.11b: 11 Mbps, IEEE 802.11g: 54 Mbps, EEE 802.11n: 130 Mbps

Wireless LAN Security
WPA-PSK/WPA2-PSK(TKIP/AES), WPA2-PSK(AES) (Optional Wireless LAN Unit use)

Supported Connection Mode
Infrastructure, Access Point

Operating Temperature
5 - 35 °C <41 - 95 °F> (0m / 0ft - 2,286m / 7,500ft)

5 - 30 °C <41 - 86 °F> (over 2,286m / 7,500ft)

(20% - 80% humidity, No condensation)

Operating Altitude
0 - 3,000 m <0 - 9,843 ft> (over 1,500m / 4,921ft: with high altitude mode)

Direct Power On / Off
Yes 

Start-Up Period
About 6 seconds, Warm-up Period: 30 seconds

Cool Down Period
Instant Off

Air Filter
 

Maintenance Cycle
5,000 hours / 10,000 hours (Power consumption: Normal / Eco) *4

Power Supply Voltage
100 - 240 V AC ±10%, 50/60 Hz

Power Consumption (220 - 240V)
 

Lamp On (Normal / Eco)
277W / 207W

Standby (Network On / Off) 
2.4W / 0.26W

Dimension Excluding Feet 

(D x W x H)
234 x 297 x 77 mm

Weight
2.4kg

Fan Noise (Normal / Eco)
37dB / 28dB
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	· Printer
	

	
	6 units
	              End-user:  Cashier, FMO/Accounting, HRMO, Information Office, Supply, GAD
             Printer Type: Print, Scan, Copy

Printing Technology:
Print Method: On-demand inkjet (piezoelectric)Minimum Ink Droplet Volume:3 plPrinter Language:ESC / P-RPrint Direction:Bi-directional printing, Uni-directional printingNozzle Configuration:180 nozzles Black, 59 nozzles per colour (Cyan, Magenta, Yellow)Maximum Resolution:5760 x 1440 dpi (with Variable-Sized Droplet Technology)
Print Speed:
Photo Default - 10 x 15 cm / 4 x 6 "*2 #3:Approx. 69 sec per photo (Border) *1
Approx. 92 sec per photo (Borderless) *1Draft, A4 (Black / Colour):Up to 33 ppm / 15 ppm *1ISO 24734, A4 Simplex (Black / Colour):Up to 10.5 ipm / 5.0 ipm *1
Copy Speed:
ISO 29183, A4, Simplex (Black / Colour):Up to 7.7 ipm / 3.8 ipmCopy Quality:Normal / Best qualityMaximum Copies from Standalone:20 copiesMax Copy Resolution:360 x 360 dpiReduction/Enlargement:25 - 400%, Auto Fit FunctionMaximum Copy Size:A4, Letter

Scan Function:
Scanner Type:Flatbed colour image scannerSensor Type:CISOptical Resolution:1200 x 2400 dpiMaximum Scan Area:216 x 297 mm (8.5 x 11.7 ")Scanner Bit Depth (Colour):48-bit input, 24-bit outputScanner Bit Depth (Grayscale):16-bit input, 8-bit outputScanner Bit Depth (Black & White):16-bit input, 1-bit output

Scan Speed:
Flatbed (Black / Colour):200 dpi: 11 sec / 200 dpi: 28 sec

Paper Handling:
Number of Paper Trays:1 (Paper Cassette)Standard Paper Input Capacity:Up to 100 sheets, A4 Plain paper (80g/m2
Up to 20 sheets, Premium Glossy Photo PaperOutput Capacity:Up to 30 sheets, A4 Plain Paper
Up to 20 sheets, Premium Glossy Photo PaperMaximum Paper Size:215.9 x 1200 mm (8.5 x 47.24 ")Paper Feed Method:Friction feedPaper Size:Legal, 8.5 x 13 ", Letter, A4, 195 x 270 mm, B5, A5, A6, 100 x 148 mm, B6, 5 x 7 ", 4 x 6 ", Envelopes #10, DL, C6Print Margin:0 mm top, left, right, bottom via custom settings in printer driver *4
Printer Software:
Operating System Compatibility:Windows XP / XP Professional x 64 Edition / Vista / 7 / 8 / 8.1 / 10
Windows Server 2003 / 2008 / 2012 / 2016
Only printing and scanning functions are supported for Windows Server OS
Mac OS X 10.6.8 or later

Interface:
USB:USB 2.0Network:Wi-Fi IEEE 802.11b/g/n, Wi-Fi DirectNetwork Protocol:TCP/IPv4, TCP/IPv6

	

	
	
	· Scanner
	

	
	1 unit
	             End-user:  OP

             Scanner type :  Sheetfed

             Digital sending standard features : Local or network

             folder; e-mail; SharePoint 2007 & 2010; Office 365;

             Cloud destinations including HP Flow CM; Google

             Drive; SkyDrive; Box; Dropbox; Evernote; SugarSync;

             FTP; printer; fax; user-defined command-line

             application; web folder

             Scan resolution, optical : Up to 600 dpi Duty cycle

              (daily)

             Recommended daily duty cycle: 2000 pages 

             Bit depth : 48-bit (internal), 24-bit (external)

             Levels of grayscale : 256

             Multifeed detection : Yes, ultrasonic

             Media types : Paper (plain, inkjet), envelopes, labels,

             cards (business, insurance, embossed, plastic ID,

             credit)

             Media weights, supported ADF : 41 to 209 g/m²

             Scan file format : PDF (image-only, searchable, MRC,

             PDF/A, encrypted), TIFF (single page, multi-page,

             compressed: G3, G4, LZW, JPEG), DOC, RTF, WPD,

             XLS, TXT, XML, XPS, HTML, OPF, JPG, BMP, PNG

             Scan input modes : Control panel with Simplex

             or Duplex button, Scanning software

             Scanner advanced features : Scan to cloud (HP Flow

             CM, Google Drive, SkyDrive, Box,Dropbox, Evernote,
             SugarSync, and others through custom destination

             plug-ins)

             Scan to SharePoint, including SharePoint in

             Office 365, with column metadata

             auto page size detection

             auto color detection

             auto orientation

             auto straighten

             auto blank page removal

             auto separation of documents by barcode,

             blank page, number of pages, or HP separator sheet

             metadata embedded in PDF file, included in separate

             XML file, and/or uploaded as SharePoint column

             metadata

             scanner maintenance events sent via email.

             Control panel

             2 line, 16 character LCD

             Buttons (Cancel, Simplex, Duplex, Tools, Power,

             OK, Up, Down)

             ADF specifications : Automatic document

             feeder capacity: Standard, 50 sheets

             Automatic document feeder speed:
             Up to 25 ppm/50 ipm (b&w, gray, color, 300 dpi)

             Scanning options (ADF): Single-pass duplex

             Scan size (ADF), maximum: 216 x 3098 mm

             Scan size ADF (minimum): 51 x 74 mm
             Compatible operating systems

             Windows 10, Windows 8, Windows 7,Windows Vista,

             Windows XP (SP3 or higher)

             Mac compatible : No
             Connectivity
             Connectivity, standard : 1 Hi-Speed USB 2.0

             Connectivity, optional

             Silex SX-DS-3000U1 Fast Ethernet USB Device Server

             Silex SX-3000GB Gigabit Ethernet USB Device Server

             Silex SX-DS-3000WAN 802.11n Wireless and Gigabit

             Ethernet USB Device Server

             Silex SX-DS-4000U2 High Performance Gigabit

             Ethernet USB Device Server

             Twain version

             Version 2.1

             Power and operating requirements :
             Power : Input voltage: Universal AC adapter 100 to

             240 VAC (50/60 Hz), 1.56 amp output

             Power consumption

             26.4 watts (Scanning), 5.26 watts (Ready),1.43 watts

              (Sleep), 0.23 watts (Auto-Off), 0.23 watts (Off)

              (Power requirements are based on the country or

             region where the product is sold. Do not convert

             operating voltages or use with other voltages.
             Operating temperature range: 10 to 35ºC

             Operating humidity: 15 to 80% RH (non-condensing)

             Dimensions and weight

             Minimum dimensions(WxDxH) :310x182.4x 183.8 mm

             Weight: 4.82 kg

             What's included

             Warranty

             One-year limited hardware warranty, phone & Web

             support included. Warranty may vary by country as

             required by law.
	

	5
	4 units
	· CCTV Camera – (VPAF)
	

	6
	1 unit
	· Camera
             End-user:  Information Office
             Specifications:

             Body type: Mid-size SLR

             Max resolution: 6000 x 4000

             Effective pixels: 24 megapixels

             Sensor size: APS-C (22.5 x 15 mm)

             Sensor type: CMOS

             ISO: Auto, 100-16000 (expands to 25600)

             Focal length mult.:
1.6×

             Articulated LCD: Fully articulated

             Screen size: 3″
             Screen dots: 1,040,000

             Max shutter speed: 1/8000 sec

             Format: MPEG-4, H.264

             Storage types: SD/SDHC/SDXC (UHS-I support)

             USB: USB 2.0 (480 Mbit/sec)

             Weight (inc. batteries): 730 g (1.61 lb / 25.75 oz)

             Dimensions: 139 x 105 x 79 mm (5.47 x 4.13 x 3.11″)

             GPS: None
	

	7
	7 units
	· Tablet
              End-user:  BOR
              Specifications:

              Display size: 9.7-inch

              Display resolution:
2048 × 1536 px

              HDR support: Yes

              Pixel density: 264 ppi

              Processor
Quad Core (2.15 GHz + 1.6 GHz Quad):

              APQ8096

              Internal memory: 32 GB

              RAM memory: 4 GB

              microSD:
Yes: up to 256 GB

              S Pen Included

              Cameras
Front: 5 MP

              Rear: 13 MP

              Digital zoom: 4x

              Weight: 15.13 oz, 429 g

              Dimensions: 9.34 × 6.65 × 0.24 in, 237 × 169 × 6.1 mm

              Body colors: Black, Silver
              Operating system:
Android 7.0 Nougat
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	· Accessories
	

	
	2 pieces
	               External Hard Drive – 2 TB (OP)
	

	
	1 piece
	               HDMI to Mini HDMI Cable (15ft.)
	

	
	1 unit
	                5-1 Basic HDMI Switch w/ remote control
	

	
	1 unit
	              Ultra low Noise 4 channel line mixer

              Type: Analog

              Channels:
4

              Inputs - Line: 4 x 1/4"

              Outputs - Main: 1 x 1/4"

              Height: 1.83"

              Width: 2.25"

              Depth: 4.06"

              Weight: 0.81 lbs.
	

	
	2 units
	                Arduino
	

	
	1 piece
	              Hammer Handrill w/ set of bits
              Cordless Hammer Drill 1/2 inch with 2 Lithium-ion

              18volts, assorted bits set and plastic case.  
	

	
	7 units
	              PC Motherboard

              FORM FACTOR: Micro ATX

              CPU SOCKET: LGA1150

              CHIPSET: Intel H81

              MEMORY SLOTS: 2 x 240-pin DIMM

              MEMORY TYPE: DDR3-1066 / 1333 / 1600

              MAXIMUM SUPPORTED MEMORY: 16GB

              RAID SUPPORT” No

              ONBOARD VIDEO: Depends on CPU

              CROSSFIRE SUPPORT: No

              SLI SUPPORT: No

              SATA 3 GB/S: 2

              SATA 6 GB/S: 2

              ONBOARD ETHERNET: 1 x 10/100/1000 Mbps

              ONBOARD USB 3.0 HEADER(S): Yes
	

	
	4 pieces
	              Solid State Drive for Desktop (500GB)
	

	
	1 piece
	              DSLR Camera Aluminum Tripod 55"
	

	
	1 piece
	              PC Stick (MIS)
              Operating System: Windows 10 Home

              CPU: Intel® Atom™ x5-Z8350 1.44GHz up to

              1.92GHz Processor

              Graphic: Intel® HD Graphics

              Memory: 2 GB LPDDR3 at 1600MHz

              Storage: 32GB eMMC 100G Webstorage for

              1 Year free usage

              Wireless Data Network: 802.11 a/b/g/n/ac,

              Bluetooth V4.1

              Side I/O Ports: 1 x Micro USB (For Power Only),

              1 x USB 3.0 , 1 x USB 2.0, 1 x Audio Jack(s)

               (Mic/Headphone Combo)

              Front I/O Ports: 1 x HDMI Out

              Power Supply: 18 W Power adapter

              Dimensions: 135 x 36 x 16.5 mm (WxDxH)

              Weight: 0.075 kg (0.17 lb)

              Color: Black

              Software:
 Adobe Reader 


Anti-Virus Trial


Remote GO! 


Business Manager


Product Registration Program (APRP)


WebStorage


EZ Update


Media Streamer 


Office Trial
	

	
	1 unit
	              Mini PC (MIS)
              Form Factor: Mini-PC with Monitor

              Processor: Intel Core i3-5005U Processor

               (3M Cache, 2.00 GHz)

              Memory
: 4GB DDR3L 1600 MHz soDIMM,

              upgradable to 16GB

              Hard Drive: 1TB 2.5-inch 5400 RPM, 9.5 mm

              Optical Drive: N/A

              Graphics: Intel HD Graphics


              Webcam: N/A

              Card Reader: Yes

              Audio: Integrated high-definition sound

              Networking: WLAN: 802.11ac/a/b/g/n wireless LAN

              and Bluetooth® 4.0 LE

              I/O Ports: Front/Side I/O connectors

              * USB 3.0 port x2

              * Card reader 

              Rear I/O connectors

              * Headset/speaker jack

              * Ethernet (RJ-45) port

              * Two USB 3.0 ports

              * HDMI® port

              * DisplayPort

              Expansion Slots:m* M.2 slot (for WLAN)

              * Total of 2 slots for RAM

              Power Supply & Adapter : 3-pin 45 W AC adapter

              Keyboard and Mouse: Wireless Mouse & Keyboard

              Speakers: N/A

              Hinge: Tilt: -5° to 25°

              Accessory: N/A

              Monitor size: 21.5” (16:9)

              Max resolution & Refresh rate: 1920 x 1080 @ 60 Hz

              Glare: No

              Response time: 5 ms (G to G)

              Contrast ratio (ACM): 100,000,000:1 max (ACM)

              Brightness: 200 nits (cd/m2)

              Input Signal: HDMI

              VESA wall mounting: 100 x 100

              Operating System: Windows 10

              Warranty: 1 Year Parts – 1 Year Labor Only ( 1-1-0 )

	

	
	1 unit
	              Monitor 24” (MIS)
	

	
	5 pieces
	              UPS (Cashier)
              Output Capacity 650 VA / 325 Watts

              Output Voltage / Frequency (On utility)

              230V / 45-65 Hz

              Output Voltage / Frequency (On battery)

              230V +/-10%, 50 or 60 Hz +/-1 Hz (auto-sensing)

              Output Connections 2 Universal outlets

               (both with battery backup and surge protection)

              Waveform Type Stepped Approximation to

              Sine Wave

              Input

              Input Voltage / Frequency 170 – 280 V / 50/60Hz

              +/-1Hz (default:50Hz)

              Input Connection Input Connection NEMA 5-15P

              Surge Protection

              AC Power Surge Protection All outlets

              Physical

              Unit Dimensions (H x W x D) 142 x 101 x 300 mm

              Unit Weight 4.4 Kg

              Shipping Dimensions (H x W x D) 223 x 143 x 347 mm

              Shipping Weight 4.6 Kg

              Color Black

              Battery

              Battery Type Maintenance-free, sealed lead-acid

              battery, leak proof

              Battery Size 12 volt, 7 Ah

              Management

              Alarms Visual (LED) and audible alarms

              Adjustable Sensitivity and Transfer Voltage

              Adjustable Sensitivity and Transfer Voltage Low

              Medium (default) High Low, Medium (default), High
	

	
	1 piece
	              UPS (FMO/Accounting)
              Input Voltage / Frequency 230 VAC / 50 Hz or 60 Hz

              Brownout Transfer /

              Over-voltage Transfer: 170 VAC, typical /
              280 VAC, typical

              Output UPS Capacity (total) 650 VA / 325 W

              Voltage On Battery 230 Vac rms

              Frequency - On Battery 50 Hz / 60 Hz ± 1Hz

              Transfer Time 6ms typical

              Protection AC Input Fuse

              Battery Type (maintenance-free) 12V, 7 AH lead acid

              Typical Recharge Time 4-6 Hours

              Physical Net Weight 4.4 kg

              Dimensions (H x W x D) 14.2 cm x 10.1 cm x 30 cm
	

	
	1 piece
	              UPS (International Collaboration)
              Input Voltage / Frequency 230 VAC / 50 Hz or 60 Hz

              Brownout Transfer /

              Over-voltage Transfer

              170 VAC, typical /

              280 VAC, typical

              Output UPS Capacity (total) 650 VA / 325 W

              Voltage On Battery 230 Vac rms

              Frequency - On Battery 50 Hz / 60 Hz ± 1Hz

              Transfer Time 6ms typical

              Protection AC Input Fuse

              Battery Type (maintenance-free) 12V, 7 AH lead acid

              Typical Recharge Time 4-6 Hours

              Physical Net Weight 4.4 kg

              Dimensions (H x W x D) 14.2 cm x 10.1 cm x 30 cm


	

	III. Terms of Technical Support
	

	1
	The Supplier shall provide 24/7 telephone, e-mail, chat, and remote technical support services covering all Goods with a two-day response time from SLSUs posting of support request.
	

	2
	The Supplier shall provide next-business-day onsite support for technical issues not resolved through the actions described in the preceding paragraph.  Hardware defects/errors in any component of the Goods shall automatically require onsite support.
	

	IV. Warranty
	

	1
	The Supplier shall replace Goods found to have satisfactory defects immediately.
	

	2
	The Goods must have a minimum one-year warranty inclusive of cost of replacement/repair of parts and labor.
	

	V. Delivery and Retrieval
	

	1
	The Supplier shall deliver the goods within forty-five (45) working days from the receipt of the Notice to Proceed.
	

	2
	The Supplier must repair Goods that are under warranty within five (5) working days. 
	

	
	In case replacement or repair will take longer than five (5) working days, the Supplier shall provide a temporary replacement unit of equal capability and features as the item to be replaces/repaired. 
	

	VI.  Terms of Payment
	

	1
	All payments shall be inclusive of Value-Added Tax (VAT) and other lawful charges.
	

	VII. Miscellaneous
	

	1
	The Supplier shall agree with the definitions and terms found in the General Conditions of Contract (GCC) and Special Conditions of Contract (SCC) contained in the Philippine Bidding Documents for Procurement of Goods issued by the Government Procurement Policy Board (GPPB).
	


Note:

Bidder must state compliance to each of the provisions in the Terms of Reference/Technical Specifications, as well as to the Schedule of Requirements.  The STATEMENT OF COMPLIANCE must be signed by the authorized representative of the Bidder, with proof of authority to sign and submit the bid for and in behalf of the Bidder concerned.  If the Bidder is a joint venture, the representative must have authority to sign for and in behalf of the partners to the joint venture.

Conformé: 

_______________________________________

[Signature/s] 

[Name of Bidder’s Authorized Representative/s] 

_______________________________________

[Position] 

_________________________

[Date]



